Welded Steel Pipes : Type L2 (Light Series)

MS 863 : 2010 / BS EN 10255 : 2004 / BS 1387 : 1985 ( A ) / MANUFACTURER'S STANDARD

Welded Steel Pipes : Medium Series (M)

MS 863 : 2010 / BS EN 10255 : 2004 / BS 1387 : 1985 ( B ) / MANUFACTURER'S STANDARD




Welded Steel Pipes : Heavy Series ( H )
MS 863 : 2010 / BS EN 10255 : 2004 / BS 1387 : 1985 ( C ) / MANUFACTURER'S STANDARD

15 | 137 1408 | 1385 54 | 179 | 1840 | 11 | 1055

180 | 1651 - 665 | 1639 | 54 | 2080 | 2190 | M | 1165

Welded Steel Pipes : Type L1
MS 863 : 2010 /BS EN 10255 : 2004 - Type of tubes with wall thickness different from Type L2,
Medium and Heavy Series.




Welded Steel Pipes For General Purposes

Class AA - Manufacturer's Standard

214 0.74

26.9 0.94

338 1.19

425 1.52

484 1.73

60.2 217

76.0 2.76

88.7 4.07

102.0 469

113.9 625

140.6 1347
166.1 15.99
140.6 10.18
166.1 12.07
192.3 20.84
2180 23.50
269.5 2917
269.5 38.68

Note:
* Thickness tolerances: + 12.5%

Carbon Steel Pipes For Ordinary Piping
JIS G 3452 /MANUFACTURER'S STANDARD
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